. SPEED + SILENT / SPEED + FORCE Aluminium U-profile: Standard X-ALU
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Material properties Type Standard X-ALU

Made of high-quality aluminium AW 6060 T66 according DIN EN 12020-2
Higher manufacturing precision

Surface finished

Max. delivery length: 6m

Technical drawing Standard X-ALU

180.557 17.25*09

(16.5)

60

87.5

90°

~ 08

el

|
i
|
|

20 i (21.25)
i
|
i

10(17.5)

i N,
60
Y
120

X (215)

copyright © 2026 by WINKEL GmbH | 75428 lllingen | Am lllinger Eck 7 A J
Telefon: +49 7042-8250-0 | Fax: +49 7042-23 888 | komponentenanfrage@winkel.de WINKEL

WINKEL-Product-Datasheet generated 26.07.2026 - Type Standard X-ALU - Page: 1

N


mailto:komponentenanfrage@winkel.de

. SPEED + SILENT / SPEED + FORCE Aluminium U-profile: Standard X-ALU

Resistance Moments Standard X-ALU

Article number m kg/m A cm? Ix cm* Wx cm? ly cm* Wy cm? ey cm Ly iN M

113.005.040 18.1 67.05 364.10 60.30 3.985.25 370.72 2.68 6

m = mass, A = surface, Ix = surface moment, Wx = resistance moment, ly = surface moment, Wy = resistance moment , ey = distance measure of
the y-angle, L., = Maximum production length
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